Tante Horse Company: Lorca

technical rider


1. stage

· optimal depth: 6m

· optimal width: 8m

· optimal height: 6m
· dancefloor preferred, not necesary
2. backstage

· 1 dressing room, shower w/ hot water

3. lights

· 24 dimmers (2kW) + dimmable auditorium lights

· lighting board capable of manual cue-crossfading

· 11x PC 1000W

· 5x barndoors for PC

· 1x symmetric floodlight 500W
· 6x PAR64 with CP62 1000W (medium flood)
· 2 stands (2m high)

· 4 floorstands
4. sound

· standard p.a. with sub-bass speakers

· simple sound mixer

· computer connection (3.5 mm jack)

5. get-in & set-up

· lights & stage set-up: 4 hours

· rehearsal: 2 hours

· break (costumes, make-up, etc.): 1 hour

· total set-up hours: 7 hours

· show duration: 50 minutes

· strike down & get-out: 1 hour

6. company staff

· 2 performers

· 1 director
· 1 stage technician

· 1 production manager

· 1 light technician

7. house staff

· 1 light technician

· 1 sound technician

· 1 stage technician

8. contacts

Martin Špetlík / technical manager / : +420 731 112 693; martin.spetlik@gmail.com

Bára Kalinová / production manager / 
